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AMENDMENTS 

In the claims: 

Please amend the following claims as follows, wherein strikethrough denotes deletions, and 
underlining denotes additions. 

1. (Cancelled) 

2. (Previously Presented) A display device, comprising: 
a display encasement; and 

a handle pivotally attached to the display encasement, wherein the handle secures a 
cable extending from the display encasement. 

3. (Previously Presented) The display device of claim 2, wherein the handle moves 
from a first position to a second position to secure the cable extending from the display 
encasement. 

4. (Previously Presented) The display device of claim 2, wherein the display 
encasement is pivotally attached to a first end of a leg. 

5. (Original) The display device of claim 4, wherein a second end of the leg is 
pivotally attached to a base structure. 



6. (Original) The display device of claim 5, wherein the display device collapses to 
a collapsed state when the leg pivots relative to the display encasement and the base structure. 
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7. 



(Previously Presented) A display device, comprising: 



a display encasement; and 

a handle pivotally attached to the display encasement, wherein the display encasement is 
pivotally attached to a first end of a leg, wherein a second end of the leg is pivotally attached to 
a base structure, wherein the display device collapses to a collapsed state when the leg pivots 
relative to the display encasement and the base structure, and wherein the handle enables a user 
to open the display device from the collapsed state to an open state. 

8. (Currently Amended) The display device of claim 7, wherein the handle has- is in 
a down position when the display device is in the open state such that the handle serves as a 
guide for a cable extending from the display. 



9. 



(Cancelled) 



10. 



(Cancelled) 



3 



1 1 . (Previously Presented) A display device, comprising: 
a display encasement attached to a base via a leg; 

means for collapsing the display device to a collapsed position; and 
means for opening the display device from the collapsed position to an open position, 
the opening means having a handle pivotally attached to the display encasement, wherein the 
opening means further comprises means for securing, via the handle, a cable extending from the 
display encasement. 

12. (Cancelled) 

13. (Cancelled) 

14. (Previously Presented) A method, comprising: 
providing a display device pivotally attached to a handle; 

moving the handle from a first position to a second position in order to open the display 
device when the display device is in a collapsed state; 

moving the display device from one location to another location via the handle when the 
handle is in the second position; 

moving the handle from a third position to a fourth position; and 

securing a cable extending from a display of the display device via the handle when the 
handle is in the fourth position. 

15. (Cancelled) 
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16. (Previously Presented) A method, comprising: 
grasping a protruding handle of a display device; 
moving the display device to a desired location; 
using the handle to open the display device; 

manually moving the handle in a downward direction; and 
securing a cable attached to the display device by the handle. 

1 7. (Previously Presented) A method, comprising: 
pivotally attaching a handle to a display encasement; and 

securing a cable extending from the display encasement via the handle. 

1 8. (Currently Amended) The method of claim_l 7, further comprising pivotally 
attaching a first end of a leg to the display encasement. 

1 9. (Previously Presented) The method of claim 1 8, further comprising pivotally 
attaching a second end of the leg to a base structure wherein the display device collapses to a 
collapsed state when the leg pivots relative to the display encasement and the base structure. 

20. (Previously Presented) The method of claim 19, wherein if the display device is 
in an open state, when the handle is actuated, the device collapses. 

21 . (Previously Presented) The method of claim 20, wherein if the display device is 
in the collapsed state, when the handle is actuated, the device opens. 
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22. (New) The display device of claim 2, wherein the display encasement is attached 
to a first leg and the handle pinches the cable against the leg in order to secure the cable. 

23. (New) The display device of claim 22, wherein the handle is pivotally attached 
to the display encasement via a clutch mechanism such that when the handle is securing the 
cable, the clutch mechanism inhibits movement of the handle thereby ensuring that the cable 
remains pinched against the leg. 



6 



